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They Really Are That Light!

Proudly engineered and manufactured in the USA

ETX / ETX Hundred / ETZ Series  
Lithium Batteries 

 

When quality, performance, and safety matter, EarthX is 
the most trusted and used brand by companies such as 

Cirrus Aircraft, Van’s Aircraft and Indy500 race cars.   
 

Upgrade now to remove weight and increase power,  
all with one product!
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OptiMate Lithium Battery Chargers 

 

 
 
 
 
 
 
 
Assorted Battery Boxes

Advantages of a Lithium  

• Extremely light weight, 70-80%  lighter than your lead acid battery 

• Very low self-discharge rate, it can hold a charge for the entire off-
season (over 6 months) except in bikes with continuous draws  
such as a Harley 

• Environmentally  friendly, no lead or acid, non poisonous,  
non-toxic, no hazardous waste 

• Will not freeze, boil or sulfate 

• Higher starting voltage while engine cranking means faster starts 

• Can be mounted in any position 

• Fast charging- can charge much faster than a lead acid 

• Much longer life span than a lead acid  

• LiFePO4 chemistry is the most robust, safe and abuse tolerant  
on the market

About EarthX, Inc. 

EarthX, Inc. is a Colorado based engineering and manufacturing 
company.  Our mission is to provide a better alternative to the 160 + 
year old lead acid technology that is lighter, more powerful and lasts 
longer.  EarthX, Inc. is proud to be an American manufacturer and is 
passionate about making the best quality lithium batteries.

What Makes EarthX Different 

• Leader in cutting edge technology with a fully integrated  
battery management system 

• Multiple battery lines with customized battery management 
systems 

• Most trusted and used lithium battery by OEM’s; includes custom 
applications, aircraft, military and power sport vehicles 

• American engineered and made product 

• Torture and vibration tested  

• Wider operational temperature range than other LiFePO4 batteries. 
(-22° F to 140° F, -30 ° C to 60° C). 

• Center mounted terminals for universal fitment (polarity) 

• Custom made prismatic LiFePO4 cells
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ETX Series Lithium Battery Specifications

Model                                        Price Volts Ah (1C rate) Crank Amps (PCA/CCA) Weight Dimensions (L x W x H) Case        Notes About ETX Series 

ETX12A $169 13.2 4.0   220/135 1.3 lb (0.6Kg) 4.5” x 2.6” x 3.7” (113 x 66 x 95mm) A              

ETX18B $229 13.2 6.2 340/230 2.2 lb (1.0Kg) 5.3” x 2.6” x 4.1” (135 x 66 x 105mm) B

ETX18F $229 13.2 6.2 340/230 2.2 lb (1.0Kg) 5.9” x 3.4” x 3.6” (150 x 86 x 93mm) F

ETX24C $269 13.2 7.8 420/270 2.6 lb (1.2Kg) 5.9” x 3.4” x 4.5” (150 x 86 x 115mm) C

ETX36C $369 13.2 12.4 680/320 3.9 lb (1.8Kg) 5.9” x 3.4” x 4.5” (150 x 86 x 115mm) C

ETX36D $369 13.2 12.4 680/320 3.9 lb (1.8Kg) 6.9” x 3.4” x 6.1” (175 x 86 x 155mm) D           
 
ETZ Series Lithium Battery Specifications

Model                                        Price Volts Ah (1C rate) Crank Amps (PCA/CCA) Weight Dimensions (L x W x H) Case        Notes About the ETZ Series 

ETZ5G $139 13.2 3.4 240/140 1.15 lb (0.52Kg) 3.54” x 1.96” x 3.38” (90 x 50 x 86mm) G              

ETZ14C $259 13.2 6.8 690/330 2.5 lb (1.1Kg) 5.9” x 3.4” x 4.5” (150 x 86 x 115mm) C              
 
ETX Hundred Series Lithium Battery Specifications

Model                                        Price Volts Ah (1C rate) Crank Amps (PCA/CCA) Weight Dimensions (L x W x H) Case        Aircraft / Race Car Guidelines 

ETX104 $179 13.2 4.0 N/A 1.3 lb (0.6Kg) 4.5” x 2.6” x 3.7” (113 x 66 x 95mm) A

ETX400-24-VNT 26.4 7.8 400/290 5.4 lb (2.4Kg) 6.5” x 3.0” x 6.6” (166 x 76 x 168mm) E

ETX680C $379 13.2 12.4 680/320 3.9 lb (1.8Kg) 5.9” x 3.4” x 4.5” (150 x 86 x 115mm) C             400ci engine size or less; 60 amp alternator or less 

ETX680 $379 13.2 12.4 680/320 4.1 lb (1.86Kg) 6.5” x 3.0” x 6.6” (166 x 76 x 168mm) E              400ci engine size or less; 60 amp alternator or less 

ETX680-24-VNT $799 26.4 11.7 850/400 7.2 lb (3.2Kg) 6.5” x 5.1” x 6.6” (166 x 129 x 168mm) U

ETX900 $449 13.2 15.6 840/400 4.9 lb (2.2Kg) 6.5” x 3.0” x 6.6” (166 x 76 x 168mm) E              550ci engine size or less; 80 amp alternator or less 

ETX900-VNT $549 13.2 15.6 840/400 5.4 lb (2.4Kg) 6.5” x 3.0” x 6.6” (166 x 76 x 168mm) E

ETX900-24 $899 26.4 15.6 840/400 8.9 lb (4.0 Kg) 6.5” x 5.1” x 6.6” (166 x 129 x 168mm) U             900hp turbine engines or 550ci piston engines, 80 amp alternator or less 

ETX1200 $649 13.2 20.0 1200/600 5.6 lb (2.7Kg) 6.5” x 3.0” x 6.6” (166 x 76 x 168mm) E              550ci engine size or larger; 120 amp alternator or less 

ETX1200-24-VNT $1699 26.4 19.4 1200/650 12.4 lb (5.6Kg) 7.3” x 5.8” x 6.6” (185 x 162 x 168mm) T              Designed to start turbine engines with max motor/generator output of 300 amp or less 

ETX1600 $899 13.2 32.0 1600/760 8.9 lb (4.0 Kg) 6.5” x 5.1” x 6.6” (166 x 129 x 168mm) U 
 
CERTIFIED ETX Hundred Series Lithium Battery Specifications

ETX680-24-TSO $999 26.4 11.7 850/400 7.2 lb (3.2Kg) 6.5” x 5.1” x 6.6” (166 x 129 x 168mm) U              

ETX900-TSO $699 13.2 15.6 800/390 5.4 lb (2.4Kg) 6.5” x 3.0” x 6.6” (166 x 76 x 168mm) E

The ETX Series is fully protected by an integrated battery management system (BMS) that 
protects the cell’s from over discharge, over charge, short circuit, thermal protection and 
built in cell balancing to ensure charge levels are equal (balanced) 100% of the time for 
optimal performance and life. ETX Series comes with a 2-year full coverage warranty.

The ETZ Series is protected by a battery management system (BMS) that protects the cells 
from over charge, short circuit and built in cell balancing. ETZ Series comes with a 1-year 
full coverage warranty.

550ci engine size or less; 80 amp alternator or less; includes built in thermal 
runaway containment and venting for in cabin installation

Designed for turbine engines (parallel configuration) and piston engines up to 550ci.  
70 amp alternator or less

Back Up battery provides power to your critical loads with built in current limiting, works 
with any engine and alternator size

550ci engine or larger, 160 amp alternator or less, race car or auto, UTV’s, touring/police bikes,  
upgrade replacement for the lead acid YIX30 or U1 cases applications.

FAA approved battery for certified aircraft. Need STC or Part 337 to install

Only the ETX Hundred series are recommended for your primary engine aircraft battery. These models come with redundant electronic circuits on the BMS board and have an LED battery fault light indicator to alert you to cell health and state of charge.  
These features include over discharge protection, over charge protection, short circuit protection, excessive cranking protection (temperature sensing) in addition to integrated cell balancing technology.

2024.Brochure.Sky.03052024_Layout 1  3/5/2024  1:14 AM  Page 1



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


